"Development

Length”

= éG l

Hook

m2” min. cover

3" min. cover for footings
(See plans for exceptions)

STANDARD 90° HOOK

BAR * LOCATION CATEGORY
SIZE D £ F
334 7/1 9/: 8”
#5 3" |"-0" 9"
6 10" |[7=2"" [
*7 [ |"=4"" |-
#8 |- |"-6" ["=3"
#9 ["-3" [7-9"" |'-5"
#0 |"-4" =" |=7"
dl |"-6" 2'-2" |"-9"

* LOCATION CATEGORY:

"Development

Length”

25" min. cover
3" min. cover for footings
(See plans for exceptions)

STANDARD 180° HOOK

RECOMMENDED END HOOKS ALL GRADES
Finished 180 90
géFé dié;rﬁ%_? er Dheogorkese Dheogg l?se
#4 3" 6" 8"
#5 3%, I 10"
*6 41/, 8" |’-Q""
*#7 50" 10" |’-2"
#3 6" [ |'-4"
#9 9l [-3" |"=7"
*#0 109, |7-5" I-10"
#|| |’-0" [=7" 2'-0""

D- All bars terminating with a standard 180° hook with side cover (normal to plane of hook)not less
than 2/4",and for 90°deg. hook,cover on bar extension beyond hook not less than 2.

E- All bars not in Category D.

F- All bars with hook enclosed vertically or horizontally within ties or stirrup-ties spaced along the
full development length not greater than 3d where d is the diameter of the hooked bar.

Note:

[.When development length is not specified on the
Plans, the above dimensions shall be used.

2.These development lengths do not apply when bar is
in lightweight concrete or any other

strength of concrete.

3.These development lengths only apply where the

General Notes indicate

"Reinforcing

Steel Design, fs= 24,000 p.s.l.”
4.1f depth of member does not allow
bar development length indicated in

Categories A, B, and C:

M(6.16)-90-216; then hook shall be

added to all bars not
as per D,E & F.
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